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TRAFFIC

 

TRAFFIC

DOUBLE NESTED 12 GAGE THRIE BEAM (25’-0")

ROADWAY

SURFACE

ROADWAY

SURFACE

LAP SECTIONS IN DIRECTION OF TRAFFIC

2’-10"

LEVEL ¨

2’-6"

7 1/4 "

TRAFFIC
7 1/4 "

ASPHALT CURB TYPE B

(SEE SECTION A-A, POST RAIL ASSEMBLY)

ASPHALT CURB TYPE B

(SEE SECTION A-A, POST RAIL ASSEMBLY)

ASPHALT CURB TYPE B (SEE SECTION A-A, POST RAIL ASSEMBLY)

END OF TERMINAL

CONNECTOR

END OF TERMINAL

CONNECTOR (TYP.)

4 SPACES @ 3’-1 1/2 " = 12’-6" 7 SPACES @ 1’-6 3/4 " = 10’-11 1/4 "

6’-3" 3’-1 1/2 " 3’-1 1/2 "
8"

7 1/4 "

2
’-

3
 7

/8
 "

1
’
-
9
 1

/8
 "

1
’
-
8

"

3 1/4 "

2" 4 1/4 " 4 1/4 "

6’-3"

4 1/4 " 4 1/4 " 2" 3 1/4 "

3’-1 1/2 "

7’-3 1/2 "

3’-1 1/2 "

1
’
-
0
  
1
/4

 "
 3

/4
 "

 X
 2

 1
/2

 "
 S

L
O

T
S

À THRIE BEAM

1’-9"

2
’
-
0

"

2
’
-
1
0
"

3
’
-
3

"

F
O

R
  

5
/8

 "
´ 

B
U

T
T

O
N

H
E

A
D

 B
O

L
T

S

 2
9

/3
2

 "
 X

 1
 1

/8
 "

S
L

O
T

S

 3
/4

 "
 X

 2
 1

/2
 "

 

S
L

O
T

S

 2
9

/3
2

 "
 X

 1
 1

/8
 "

 S
L

O
T

S

10 GAUGE

2’-6"

3" 3
 3

/8
 "

1
’
-
8

"

1
0
"

1
0
"

2" 8"

3"

6
 3

/1
6
 "

7
 5

/8
 "

6
 3

/1
6
 "

7
 5

/8
 "

7
 5

/8
 "

4"

À  3/4 " X 2 1/2 "

SLOTTED HOLES

1’-0 3/4 "

3 3/8 "

1
’
-
8

"

 VIEW C-C 

3
 1

3
/1

6
 "

(
T

Y
P

.)

4 1/4 " 4 1/4 "

2 
3/

8 

(
T

Y
P

.)

2. CONNECTIONS TO CONCRETE BARRIER SHALL BE

   APPROVED  7/8 " ´ GALVANIZED HIGH STRENGTH

   THROUGH BOLTS IN CORE DRILLED HOLES.  CHECK

   ACTUAL HOLE SPACING BEFORE CORING BOLT HOLES.  

 5/8 " ´ A307 B.H.

SPLICE BOLT (TYP.)
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HEX NUT WITH

ROUND WASHER

8" SYNTHETIC

OFFSET BLOCK

ASPHALT CURB TYPE B

(4" REVEAL) (ITEM 609.811)
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POST

 5/8 " ´ A307 B.H.

SPLICE BOLT (TYP.)

6" x 8" WOOD

OFFSET BLOCK

8" 8"5 1/4 "

ASPHALT CURB TYPE B

(4" REVEAL) (ITEM 609.811)
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6’-3" TRANSITION SECTION

(W-BEAM TO THRIE BEAM)

(10 GAGE)
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7’-0" POST

LENGTH (TYP.)

1" (TYP.)

1" (TYP.)

9 - 1" ´ HOLES FOR

 7/8 " ´ BOLTS (TYP.)

 5/8 " ´ A307 B.H.

POST BOLT WITH

PLATE WASHER (TYP.)

 5/8 " ´ A307 B.H.

POST BOLT WITH

PLATE WASHER (TYP.)

W-BEAM GUARDRAIL (12 GAGE)

ITEM 606.XXX

(6’-3" POST SPACING TYPICAL)

THRIE BEAM

TERMINAL CONNECTOR

SYNTHETIC OFFSET BLOCK FOR TRANSITION SECTION

MIDDLE POST (8" DEEP (NOMINAL) x 1’-10 1/2 " LONG)

(SEE SPECIAL PROVISIONS)

SYNTHETIC OFFSET BLOCK FOR TRANSITION SECTION

MIDDLE POST (8" DEEP (NOMINAL) x 1’-10 1/2 " LONG)

(SEE SPECIAL PROVISIONS)

1. ALL THRIE BEAM RAIL, INCLUDING TRANSITION

   SECTION, SHALL BE GALVANIZED 12 GAUGE.  ALL

   TERMINAL CONNECTORS SHALL BE GALVANIZED 10 GAUGE.

3. ALL CONNECTIONS FOR THE THRIE BEAM RAIL AND

   TERMINAL CONNECTOR SHALL LAP IN THE DIRECTION

   OF TRAFFIC.

1" x 2" DIA.GONAL

SLOTTED HOLES

PAY LIMITS SINGLE-FACED TRANSITION RAIL, STEEL POST, LENGTH = 33’-1 3/4 "

CONCRETE BARRIER PRECAST

DOUBLE-FACED F-SHAPE TRANSITION

11-05-2010

4. PAID FOR UNDER APPROPRIATE 606 ITEMS, OR AS SHOWN

   ON PLANS.

PAY LIMITS DOUBLE-FACED TRANSITION RAIL, STEEL POST, LENGTH = 33’-1 3/4 "

THRIE BEAM SHALL BE FASTENED WITH

 7/8 " ´ ASTM A325 BOLTS IN EPOXY

THREADED INSERTS SET INTO CONCRETE

BARRIER. INSERTS SHALL BE CAPABLE OF

DEVELOPING THE FULL STRENGTH OF A 

 7/8 " ´ HIGH STRENGTH BOLT. ALL COSTS

INCLUDED IN ITEM - SEE NOTE 4.

THRIE BEAM SHALL BE FASTENED

WITH  7/8 " ´ ASTM A325 BOLTS,

NUTS AND WASHERS, (EPOXY THREADED

INSERTS ARE OPTIONAL).  ALL COSTS

INCLUDED IN ITEM - SEE NOTE 4.

W6 x 8.5 X 7’-0" LONG

STEEL POST (TYP.)

W6 x 8.5 X 7’-0" LONG

STEEL POST (TYP.)
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